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-- Subject to errors and technical alterations -- 

19” 1 HU Patch Panel 
Cat. 6, unshielded 
Types: - 24 Ports RJ45 
  - 48 Ports RJ45 

 
 
Description  
19“ Patch Panel 1 HU, with up to 24 / 48 RJ45 ports and cable strain relief. 
 
 
 
 
 
 
 

24x, grey  
 
 
 
  
 

 48x, black 
Technical specification 
 

• Panel:  Steel plate, powder coated 
 
• Colors:  light grey, RAL 7035 or 
   black, RAL 9005 
   Other colors on request 
 
• Shielding: unshielded Panel 
 
• Number of ports: 24 / 48 ports UTP 
 
• Connection: 8 pin LSA horizontal insulation displacement termination 
 
• Strain relief: with cable strap 

 
• Standards: Complies with all class E requirements according to ISO/IEC 11801 and EN50173  
 
• Labeling: Type: 24x RJ45: screen printed numbers 1 – 24 
   Type: 48x RJ45: screen printed numbers 1 – 24 and 25 - 48 

 
 
Dimensions: 

• Width: 19“ 
• Height: 1 HU 
• Depth: - Type: 24x RJ45: ca. 110 mm 
  - Type: 48x RJ45: ca. 140 mm 
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